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DCS  DIE CORRECTOR STATION
®

 

A quality station: and correction becomes a game 
DCS DIE CORRECTOR STATION® has been designed and produced by Compes in order to cover the 
more and more frequent demands of die correctors for aluminium extrusion.   

 

 Many customers have pointed out the need to hold, machine and correct 
round extrusion dies thus eliminating the safety problems connected to 
weight and diameter, which are usually quite high in a die. The new 
appliance makes the continuous movements during the various correction 
stages a lot easier.  
This is why we have planned to replace the traditional vices by an 
automated system allowing to move dies with comfort and safety and to 
intervene on them for all necessary machining and correction  before or 
after extrusion. 
In this way it is possible to run easily the following activities: 

- frosting, grinding and polishing in order to improve grooves and bearing supports 
- filing of mandrel and die cap bearings 
- inspection of height and flatness of bearings. 

 

 

    

 

 
MAIN STRONG POINTS: 
By introducing DCS DIE CORRECTOR STATION ® in the company, aluminium extruders obtain 
several benefits out of which we list the most important ones: 
1) SAFETY 
During correction operations it is possible to work with a high safety rank, because the special arms that 
hold the die avoid regrettable industrial accidents. 
2) ERGONOMICS 
- The operator’s physical strain is considerably reduced thanks to the tasks absorbed by the station, 
allowing running without any difficulty all the piece movements in vertical, rotary and axial direction. 
- The side button board allows adjusting the workbench according to the specific height of the operator, 
who can thus run his job in the best working conditions. 
- These improvements affect substantially the quality and the result of the work itself. 

 

  
3) PERFORMANCE  
- Resistance to weight   stress caused mainly by big diameter dies. 
- Movable table, designed on purpose in order to adapt to the 
operator’s physical conformation. 
- From the beginning to the end of correction the die is no more lifted 
by the operator. 
- Ease of adjustability to the different die diameters without applying 
modifications to the station itself. 
- Guarantee of reliability and good performance. 

By using DCS DIE CORRECTOR STATION® you eliminate risks and disadvantages, joining safety to easy use. 
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DCS DIE CORRECTOR STATION®: OPERATING INSTRUCTIONS 

The following operations are valid for all die types. 
1) Loosen the vice by means of the relevant lever 
handle. 
2) Load the die on the rollers. 
3) Adjust the two arms so as to guarantee the die 
balance.  
4) Ascertain that the die turns correctly by means of 
the special driving handle. 
5) Block the die by the lever handle. 
6) Press the button up/down according to the 
operator’s height 
7) Run all the necessary correction operations. 
8) Unload the die after loosening vice and arms. 

 

 
 

 

 

 

 

 
 

TECHNICAL SPECIFICATIONS FOR DCS DIE CORRECTOR STATION® 

Die application field: minimum/maximum diameter  up to 400 mm for DCS 400    
400-850 mm for DCS 1200 

Power absorbed 2 KW 
Electrical appliance 24 Volt 
Hydraulic cylinder run by hydraulic unit  2 HP 
Maximum height stroke adjustment 450 mm 
Approximate station weight Kg 600 
Maximum capacity Kg 1200 
Overall length 1200x800x1670 

Possibilities of supply: 
- DCS with central telescopic cylinder and 3 guiding columns 
- Bench DCS 
Structure in welded, tempered tubular steel. 
Movable  vice-supporting table for adjustment to the various die diameters. 
Side board for die lifting and lowering.  
360° axial vertical rotation and 360° rotation of the die on itself. 
Adjustable tilting-proof arms. 
The machine is supplied in compliance with CE standards or alternative ones. 
DCS  DIE CORRECTOR STATION® : a CO.M.P.ES. S.p.A. Patent. 
Compes reserves the right to apply without prior notification any technical modification deemed necessary or as a function of specific requests. 
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